
_________________________________________________________________________________________________________
Sunny Telecom Services Limited, Unit 11, 18/F, International Trade Centre, 11-19 Sha Tsui Street, Tsuen Wan, Hong Kong

Web Site: www.rfancillaries.com, Tel: +852-2611-9016 Fax: +852-2611-9397

Sunny Power Splitter for 80-1000MHz, 50W, N(F)
Model : SUN-PS-80/1000-50-Y-NF
Where Y is Number of Ways – 2,3,4

Model SUN-PS-80/1000-50-Y-NF
Frequency Range (MHz) 80-1000MHz
Number Of Ways 2 3 4
Split Loss (dB) 3.0 4.8 6.0
Insertion Loss (dB) ≤0.8 ≤1.7 ≤1.5
Power Rating (W) 50
VSWR ≤1.5 ≤1.8@80-138MHz

≤1.5@138-1000MHz
≤2.5@80-138MHz

≤1.5@138-1000MHz
Intermodulation (dBc@2x43dBm) ≤-150
Impedance (Ω) 50
RF Connector N(F)
Application Indoor or Outdoor (IP65)
Color Black-plated
Size (mm)* 122x158x24 158x122x24 158x122x24
Operating Temperature (°C) -30 ~ +70

*Excluded connectors and mounting plates
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